
•	 Electric	hospital	bed.
•	 Compass	 elevation	 system	 with	 linear	
actuators.

•	 Electric	TR/ATR	positions.
•	 Manual	and	electric	CPR.
•	 Removable	 head	 and	 footboard	 with	
locking	system.

•	 Bed	base	of	4	fixed	HPL	sections.
•	 Painted	steel	tubes	side	rails	with	hand-
set	holder.

•	 Double	auto	return	system.
•	 Therapeutic	leg	position.
•	 Central	braking	system	with	directional	
antistatic	wheel	function	via	pedals	on	
the	wheels.

•	 Single	tread	castors	(Ø:	15cm).
•	 SWL:	250	kg.
•	 4	IV	pole	holders	and	bumpers	on	every	
corner.	

•	 Lateral	mattress	retainers.
•	 Nursing	 control	 unit	 with	 blocking	
functions,	BASIC.

•	 Support	 for	 drainage	 and	 nasogastric	
bags	on	both	sides	of	the	bed.

•	 Battery	back-up.

Specifications

•	 Full	length	split	side	rails.

•	 Angle	indicators	for	the	backrest	and	TR/ATR	positions.

	

Option B

NewCareV2

Double	autoreturn	sytem	and	angle	indicators.



Maximum	Length	(including	side	rails)		(A)

Width	(including	side	rails)		(side	rails	down/up)	(B)

Min/Max	platform	height	(without	mattress)	(Split	side	rails.	Castors	Ø15cm)

Min/Max	platform	height	(without	mattress)	(Tube	side	rails.	Castors	Ø12.5cm)

Height	(min/max)	(C)

Min/Max.	height	from	floor	to	corner	bumpers

Height	(corner	bumper)

Under	bed	clearance	(for	mobile	hoists)

Recomended	mattress	dimension

Bed	base	length	(H-I-J-K)

Backrest/Legrest	tilt	angle

Double	auto	return

Trendelenburg/Antitrendelenburg	position

Safe	Working	Load

Weight	(without	accessories)

Technical Information
220cm

95,5/97cm

42/84cm

36/78cm

84/126cm

24,5/66cm

6,5cm

17,3cm

86x200x14cm

79-17-32-62cm

70º/40º

16,5cm

13º/14º

250kg

120kg
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Electrical equipment
Max.	Input/Feeding

Type	of	protection	against	elect.	current/ingress	protection

Electrical	motor	operation	mode

2A	Max./230V±10%A.C.	50/60Hz

Class	II	Type	B/IP66

10%	máx.	2min/18min

Options
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1.	Basic	Opt.	hand	control	unit
2.	Basic	P./Advance	hand	control	unit
3.	Basic	Plus	Opt.	nurse	control
4.	Advance	Opt.	nurse	control
5.	Tubes	side	rails
6.	Full	Length	split	side	rails
7.	HPL

8.	Single	tread	Ø150
9.	Dual	tread	Ø150
10.	IV	Pole
11.	Trapeze	bar
12.	Suspension	Over	Bed	orthopedic
13.	Battery	back-up

Accessories

A
c
c
e
ss
o
rie

s

10 11 12

A

NewCareV2

6

9

21 43

13

H I J K

B

C


